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PATRON DIRECTER SYSTEM FOR COMMISSARIES

SYSTEM TO BE DATOM DlRECTERS OR EQUAL. MAIN PANEL TO CONSIST
OF SHOCKPROOF CABINET WITH COLOR TO MATCH EXISTING DECOR.

ALL CHECKSTAND NUMBERS ARE LISTED ON THE. FRONT PANEL OF DISPLAY
CABINET IN HELVETICA TYPE AND STYLE. AT THE BOTTOM OF THE NUMBER
DISPLAY IS A "NEXT PLEASE.' WINDOW WIrn DIRECTIONAL ARROWS THAT
LIGHT UP AT THE SAME TIME AS ANY CHECKSTAND truMBER, WHEN THAT
ORDER IS ANNOUNCED BY' THE PUSH OF A SINGLE BUTTON AT EACH CHECK
STAND. AN AMPLIFIED VOICE WILL ALSO SAY "NEXT PLEASE" AND WILL
REPEAT SO LONG AS THE BUTTON IS PUSHED TO "ON". THE BUTTON CAN
ALSO ACTIVATE THE "LANE LIGHT FLASHING FEATURE" AND 1<EEP IT
FLASHING FOR APPROXIMATELY 9 SECONDS.

IMPORTANT: THIS IS A VERY SIMPLE SYSTEM TO OPERATE. IT HAS ONLY
ONE BUTTON. THERE ARE NO PROTRUDING BOXES OR SWITCHES. ONCE THE
BUTTON IS RELEASED THE SYSTEM RETURNS TO A READY POSITION FOR
THE NEXT CALL AUTOMATICALLY. THE DISPLAY PANEL CAN ANNOUNCE' ANY
NUMBER OF CHECKSTANDS AT THE SAME TIME AND IF SEVERAL DO LIGHT
SIMULTANEOUSLY, THE LANE LIGHTS THAT ARE FLASHING ARE EASILY
IDENTIFIED BY THE SHOPPER.

THE' MAIN DISPLAY PANEL MUST BE EAsILY VISIBLE TO SHOPPERS AND
MOUNTED SO As TO ELIMINATE HAZARD AND CONTACT. IT MUST BE
MOUNTED ATOP A STEEL POST 601' TALi. AND PLACED ON THE TOP OF
THE CHECKSTAND, MAKING THE OVERALL HEIGHT APPROX. 871' FROM
THE FLOOR. AND MUST NOT INTERFERE WITH THE LANE LIGHT MOUNTED
ON THE SAME CHECKSTAND.

PUSHBUTTONS TO BE MOUNTED AT EACH CHECKSTAND AND HARDWIRED TO
ELECTRONICS. VOLTAGE TO PUSHBUTTONS TO BE 5VDC AND WILL NOT
INTERFERE WITH REGISTERS OR COMPUTERS.

.! LIGHT BULBS IN MAIN PANEL ARE WARRANTED FOR 3 YEARS
ELECTRONICS FOR SYSTEM SHALL BE MOUNTED IN A SEPARATE CABINET
FROM DISPLAY PANEL.

BASIC SIZE FOR UP TO 14 CHECKSTANDS 18 15 3/4" WIDE BY 6" DEEP
BY 12 3/4" HIGH. HEIGHT WILL INCREASE BY 2~" FOR INCREMENTS OF
6 NUMBERS
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ELECTRONIC INFORMATIO~ & SPECIFICATIONS
FOR THE NXT DIRECTER SYSTEM

SYSTEM IS 120 VOLTS AC AND CONVERTS TO 12 VOLT AC 1~

12 VAC & 12 VDC OUTPUT
CAPABLE OF LIGHTING A 12V BULB AT EACH STATION OR
ACTIVATING ~ 12VDC RELAY
CURRENT TO EACH STATION CAN BE TIMED FROM 7 TO 12 SECONDS

SYSTEM OPERATES BY MEANS OF SWITCHING CURRENT (5VDC) TO
GROUND CAUSING APPROPRIATE NUMBERS TO LIGHT ON THE MASTER
PANEL AS WELL AS AN ASSOC. NUMBER.

SYSTEMS ARE DESIGNED TO ACCEPT UP TO 30 NUMBERS
HELVETICA NUMBERING IS USED.

MAIN PANEL READS "NEXT PLEASE'!.
WHEN A POSITION CONTACTOR IS CLOSED A CHIME WILL SOUND,
OR AN OPTIONAL AMPLIFIED VOICE WITH YOUR CHOICE OF AN
ANNOUNCE PHRASE CAN BE SUPPLIED.

WIR~NG SHOULD BE 18 TO 22 GUAGE SHIELDED CABLE. SIZE
DEPENDS ON DISTANCE (LENGTH) OF W1RE.
2 CONDUCTOR WIRE IF YOU ARE LIGHTING THE MASTER PANEL ONLY
4 CONDUCTOR WIRE IF YOU ARE OPERATING AN AUXILLARY LIGHT OR
RELAY.

INSTALLATION:

AN INDIVIDUAL CABLE (2 or 4 CONDUCTOR) MUST BE RUN FROM THE
ELECTRONICS TO EACH STATION.
SYSTEM CANNOT BE DAISY CHAINED.

J
EACH STATION MUST HAVE A PUSHBUTTON OR MEANS OF CONTACT CLOSURE.

MAIN DISPLAY PANEL SHOULD BE MOUNTED ON THE CHECKSTAND ATOP A
60" BY 21t SQUARE POST PROPERLY BOtTED SO AS TO ELIMINATE
INTERFERENCE WITH THE LANE LIGHT AT THAT STATION. THIS ALSO
ELIMINATES THE NEED FOR CEILING MOUNTING.

FOR MORE INFORMATION CALL 310 310 7701



MODEL NUMBERS OF THE SYSTEM CONSISTS OF THE FOLWWlNG:
C COMMISSARY
A AMPLIFIER FOR VOICE OR LOUD CHIME
V---VOICE FOR"NEXT PLEASE" OR ANY arHER MESSAGE.
L LANE LIGHT FLASHER.
S CABINET STYLE
THEN A NUMBER CORRESPONDING WITH THE NUMBER OF CHECKST ANDS
EXAMPLE; CAVLS-16 16 CHECK STANDS, LANE LIGHT FLASHER, WITH VOICE.

FOR MORE DETAILED INFORMATION, PLEASE CALL 310-370-7701 OR FAX

310-370-0129.
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STATEMENT OF WARRANTY ON
ALL PATRON DlRECTER SYSTEM

ALL PATRON DIRECTOR SYSTEMS CARRY A ONE YEAR WARRANTY,
PARTS & LABOR SO LONG AS THE SYSTEM HAS NOT BEEN TAMPERED
WITH BY UNAUTHORIZED PERSONS, NOR WIRING HAS BEEN SHORTED
OR CUT BY ANY MEANS.

LABOR WILL BE SUPPLIED AT NO COST, BUT THE TRANSPORTATION
TO AND FROM THE LOCATION AND ALL PER DIEM COSTS SHALL BE
BORNE BY THE USER.

THIS EQUIPMENT REQUIRES NO MAINTENANCE OR SERVICE UNDER
NORMAN ACTUAL USAGE AND ONLY BECOMES INOPERATIVE WHEN
RODENTS ARE PRESENT OR FLOODING TAKES PLACE.

FOR THAT REASON, CALL OUR OFFICE FOR CAUSE AND ASSISTANCE
BEFORE ATTEMPTING TO HAVE OTHERS REPAIR THE SYSTEM. IN MOST
INSTANCES, A PLUG IN MOFULE CAN BE FORWARDED TO THE USER
FOR IMMEDIATE REPAIR. THE SYSTEM IS DESIGNED WITH ALL
PLUG IN MODULE CONSTRUCTION. MODULES ARE FREE FOR THE FIRST
YEAR.

THERE IS NO NORMAL MAINTENANCE PROCEDURE.

THE SYSTEM SHOULD ALWAYS BE LEFT PLUGGED IN.

WE DO NOT PRINT A SEVICE MANUAL.


