
SCOTSMAN’S NEW FLAKED ICE MACHINES with AutoSentry™

• AutoSentry™ Monitoring System constantly checks workload on gearbox

shutting down system before a problem develops preventing costly repairs.

• Electrical conductivity water sensor eliminates low or no water failures and

cannot be affected by adverse water conditions.

• Plastic drain pan with larger outlet provides greater ability to quickly 

channel water away preventing particulate build-up and rust.

• Rust and restriction free drain system features one-piece plastic drain

tubes with larger ID for obstruction-free water flow.

• Durable, high grade stainless steel construction with massive, self-

aligning spherical roller bearings; patented double-flight auger that 

evenly distributes the load; and heavy duty direct drive gearbox for 

high reliability and long life.

WARRANTY See your dealer for complete warranty details.

• 3 years parts on all components.

• 3 years labor on all components.

• 5 years parts on compressor.

M O D U L A R  A I R ,  W A T E R ,  R E M O T E  C O O L E D  F L A K E  I C E  M A C H I N E

F M E 2 4 0 4
VOLUME PRODUCTION • 24 HOUR

Air-Cooled Water-Cooled Remote

700/500 900/700 700/500 900/700 700/500 900/700

lbs./kg. lbs./kg. lbs./kg. lbs./kg. lbs./kg. lbs./kg.

fme2404-32A 2455/1114 1800/816 2390/1084 2020/916 1960/889 1780/807
fme2404-3A 2455/1114 1800/816 2390/1084 2020/916 1960/889 1780/807

SCOTSMAN

Bin: BH800 Bin: BH900 Bin: BH1366

BIN OPTIONS:

BH800S-C* 42 x 31.5 x 44 580 740 SS 165/75
BH900S-C* 48.2 x 33.75 x 44 740 940 SS 185/84
BH1366S 56 x 40 x 54 1030 1320 SS 380/172
BH1666S 60 x 40 x 60 1250 1600 SS 410/186

Model

Number

Dimensions

W”xD”xH”

ARI Bin

Capacity

Application

Capacity

Finish

Ship

Weight

lbs./kg.

(SS) Stainless Steel with Polyethylene liner.

Please add 6” to Height for Legs

SSCCOOTTSSMMAANN  MMOODDUULLAARR  BBIINNSS Certified & rated in accordance

with ARI standard 820-95

*See Price Schedule for Appropriate Bin Top

This product qualifies for the following listings:

Based on 
Air/Water

Temperatures



Power Water Usage
Basic Max. Fuse Min. Shipping Consumption Gallons/100 lbs.

Model Condenser Electrical Size or HACR Comp. Circuit Circuit Weight KWH/100 lbs. Potable             Condenser
Number Unit Volts/Hz/Phase Circuit Breaker HP Wires Ampacity lbs./kg. 90˚/70˚F 90˚/70˚F 90˚/70˚F

FME2404AS-32A Air 208-230/60/1 25 11/2 2 20.6 395/180 3.26 12 –
FME2404WS-32A Water 208-230/60/1 25 11/2 2 19.5 390/178 2.45 12 66
FME2404RS-32A Remote 208-230/60/1 30 11/2 2 23.1 425/194 3.40 12 –
FME2404AS-3A Air 208-230/60/3 20 11/2 3 14.9 395/180 3.00 12 –
FME2404WS-3A Water 208-230/60/3 20 11/2 3 13.8 390/178 2.19 12 66
FME2404 RS-3A Remote 208-230/60/3 25 11/2 3 17.4 425/194 3.20 12 –

Ice Machine Specifications

All units with Stainless Steel finish. 

Refrigerant: R-404A.

ERC302-32A (1) FME2404 Air Galvanized 208-230/60/1 2 2.6 15

Model

Number For Use With Cond. Unit

Finish

Basic

Electrical

Volts/Hz/

Phase No. of Wires

Min. Circuit

Ampacity

Max Fuse

Size or

HACR Circuit

Braker

REMOTE CONDENSER—Comes with adjustable legs.

Dimensions: W x D x H: 24.00˝ x 44.25˝ x 29.25˝

All models:      Dimensions: W x D x H      Unit: 42˝ x 24˝ x 27˝      Shipping Carton:  451/2˝ x 271/2˝ x 32˝

IMPORTANT OPERATING REQUIREMENTS:
Minimum Maximum

Air Temperatures 500F (100C) 1000F (37.70C)
Water Temperatures 400F (4.40C) 1000F (37.70C)
Remote Cond. Temps -200F (-28.90C) 1200F (48.90C)
Water Pressures 20 PSIG 120 PSIG
Electrical Voltage -5% +10%

PRE-CHARGED REFRIGERANT TUBE KITS: 25-Foot, RTE25 • 40-Foot, RTE40 • 75-Foot, RTE75, Refrigerant: R-404A.
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Back View
Water &
Remote
Cooled

UTILITY CONNECTIONS 15.2 CM. MIN. / 6.00 IN MIN.

Consult Your Local SCOTSMAN Representative At:

Machine requires voltage indicated on rating name plate. Failures caused by improper voltage are not considered
factory defects. Extended periods of operation at temperatures exceeding limitations constitutes misuse under the
terms of Scotsman Manufacturer’s Limited Warranty, resulting in a loss of warranty coverage. Specifications and
design are subject to change without notice.

Scotsman’s ice machines are not designed for outdoor installations. Scotsman remote condensers are
designed for outdoor installations. 

SF-2404     10M 5-01

INSTALLATION NOTE: Allow 6˝ minimum space at left side and back for ventilation and utility connections.

775 Corporate Woods Parkway • Vernon Hills, IL 60061 • 1-800-SCOTSMAN • Fax: (847) 913-9844
Visit our website at:  www.scotsman-ice.com • E-mail:  customer.service@scotsman-ice.com

Y O U ’ L L  V A L U E  T H E  D I F F E R E N C E .TM

esnoble
FME2404AS-32A Air 208-230/60/1 25 11/2 2 20.6 395/180 3.26 12 –



Job:

Item:

Elevated bin and cart systems. Cart(s) slide into bay(s)
below bin for gravity loading with ice when shutter door is
opened. Widths from 31" (788mm) to 90" (2286mm) and
capacities from 700 lbs (318kg) to 3250 lbs (1474 kg) of
ice, excluding carts. Each cart stores an additional 240 lbs
(109kg) of ice. Full stainless bin and base exterior standard.

801 Church Lane • PO Box D • Easton, PA 18044, USA
Toll free (800) 523-9361 • (888) 2-FOLLETT
(610) 252-7301 • Fax (610) 250-0696 • www.follettice.com

© Follett Corporation  
Form #9130

Ice Storage and Transport Systems
with SmartGATE™

Labor-savings, convenience, and safety
• Gravity loading of ice saves time, eliminates shoveling
• Carts move up to 240 lbs (109kg) of ice quickly, safely

Insulated poly carts allow easy ice delivery 
• Durable poly eliminates rust, reduces fixture damage
• Wide, shallow design allows easy shoveling

Poly ice access door assembly with PowerHinge™

• No sharp corners to injure workers
• Non-corroding, easy-to-clean poly inside and out
• PowerHinge holds door safely open without catches

Safer, more convenient SmartGATE access 
• Provides positive control of ice flow into access 

door area
• Allows safer breaking of bridges without lifting gate
• Reduces spillage

Non-corroding poly liners on all models
• Durable, non-corroding polyethylene eliminates

pitting and staining, makes cleaning easy

Other quality features
• Full stainless bin and base standard
• Built-in drains for bin and carts
• Single, reversible drain connection
• Non-CFC foam insulation for optimum insulation
• Stainless tops custom cut for icemaker(s) used

Totes accessory simplifies ice distribution
• Eliminates need to shovel ice from cart
• Limits lifted weight to a safe 25 lbs (11kg)

Optional accessories
• Ice Totes (set of 6, one set per cart)
• Additional ice transport cart(s)
• Drain pan (required for some Vogt and Howe

icemakers; consult factory)
• Center partition for 2-bay systems; off set partition

for 3-bay systems
• Plastic shovel

®

Non-corroding poly liners on all models!

Poly ice access door assembly with SmartGATE!

Optional ice Totes accessory
allows easy, safe ice distribution!

Carts hold 150 lbs (68kg) of ice
when Totes are used.

ITS1350SG-60 (with Totes™ accessory in cart)

Durable, safer poly ice access door assembly and lift door
Safer, more convenient inner SmartGATE

SPECIFICATIONS



Model Max. Bin Max. Cap. with No. Width Depth Depth with Height (H) with Req’d Door Approx. ship
Number Cap. lb (kg)

1
Carts lb (kg)

1,2
Carts in (mm) in (mm)

3,5
Door in (mm)

3,5
Legs in (mm)

6
Access in (mm)

4
Wt.

5 
(lb/kg)

ITS500NS-31 500 (227) 740 (336) 1 31 (788) 40 (1016) 40 (1016) 60 (1524) 32 (813) 409 (186)

ITS700SG-31 700 (318) 940 (426) 1 31 (788) 40 (1016) 48 (1220) 75 (1905) 32 (813) 479 (217)

ITS1350SG-60 1350 (612) 1830 (830) 2 60 (1524) 40 (1016) 48 (1220) 75 (1905) 41 (1042) 828 (376)

ITS2250SG-60 2105 (955) 2585 (1173) 2 60 (1524) 40 (1016) 48 (1220) 97 (2464) 41 (1042) 928 (421)

ITS1700SG-90 1700 (771) 2420 (1098) 3 90 (2286) 40 (1016) 48 (1220) 70 (1778) 41 (1042) 1401 (635)

ITS3250SG-90 3250 (1474) 3970 (1801) 3 90 (2286) 40 (1016) 48 (1220) 97 (2464) 41 (1042) 1416 (642)

General Notes:
• Clearance required to pull cart from bay — minimum 48" (1220mm),

optimal 54" (1372mm).
• Follett recommends installation of a floor drain with grate with all ice

storage bins.

Follett reserves the right to change specifications at any time without obligation. Certifications may vary depending on country of origin.

Ice Storage and Transport Systems
with SmartGATE™

801 Church Lane • PO Box D • Easton, PA 18044, USA
Toll free (800) 523-9361 • (888) 2-FOLLETT
(610) 252-7301 • Fax (610) 250-0696 • www.follettice.com

© Follett Corporation
Form #9130

11/03

Specifications
Follett Ice Transport System to be model ___________ equipped with Follett ice transport cart(s). Elevated bin to hold approximately
_____ lbs/kg of ice. Exterior of bin and base to be full stainless steel. All bins (except ITS500NS) to have poly snout, poly lift door with
PowerHinge, and SmartGATE™. Stainless steel bin top to be custom cut for icemaker(s) to be used. Bin liner walls to be of non-
corroding poly and insulated with non-CFC foam polyurethane. Bin hopper to be of polyethylene with extra large opening(s) to facilitate
ice flow. Base to have built-in drains for bin and carts, and insulated drain troughs, shutter door, and drain pan to minimize
condensation. Cart(s) to be of insulated one-piece molded polyethylene, with plastic lid, four heavy-duty casters (two swivel with one
step-on lock and two non-swivel). Carts and optional Totes accessory to store below bin when not in use and to drain to bin drain when
positioned in bay. All models to have adjustable flanged feet. All models to have paddle and be NSF listed.
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female slip fit connection

U.S. Patents 5,211,030; 5,797,514
Other patents pending

Front — ITS3250SG-90
(without carts in bays)

ITS1700SG has no sliding window

Front
ITS1350SG-60 

(without carts in bays)
ITS2250SG has sliding
window at top of bin

Front
ITS700SG-31

(without cart in bay)
ITS500NS has sliding

window only
All Models

(shown without cart in bay)

Notes:
1 Computed on cu. vol. and does not reflect voids that can occur due to pyramiding.
2 Each cart holds 240 lbs (109kg) without optional Totes, 150 lbs (68kg) with Totes.
3 Door assemblies remove easily (3 screws) if necessary for installation access.
4 Required clearance for installation access through doors (may require door assembly removal). 
5 Add 2" (51mm) to depth and 10 lbs (4.5kg) to ship. wt. when drain pan accessory used.
6 Special top req’d for icemakers weighing more than 1000 lbs (454kg). Add 2.125" (54mm) to height. Contact factory.

esnoble
ITS1350SG-60 1350 (612) 1830 (830) 2 60 (1524) 40 (1016) 48 (1220) 75 (1905) 41 (1042) 828 (376)
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New SmartCART 75 
Easier to maneuver! 
Includes three ice 
Totes™. Transports 75 
lbs (34kg) of ice. 

 

SmartCART 125  
Fully insulated poly. 
Transports 125 lbs 
(56.3kg) of ice. 

 

SmartCART 240  
Fully insulated poly. 
Transports up to 240 
lbs (109kg) of ice. 
Shown with Ice Totes 
accessory. (Holds 150 
lbs/68kg of ice with 
Totes)  

  Ice Transport Carts 

OVERVIEW 

Important labor-savings, safety, and sanitation 
Let wheels eliminate dangerous, messy, unsanitary 
carrying of ice buckets. Follett’s complete line of ice 
transport carts — SmartCART 75, SmartCART 125, 
SmartCART 240 — quickly and safely transports 
from 75 to 240 lbs (34 to 109kg) of ice. Ice Totes 
eliminate shoveling of ice from the cart and limit 
lifted weight to 25 lbs (11kg). All carts roll easily 
over safety mats and uneven floors.  

Increased employee satisfaction,  
less risk of injuries  
Transporting ice doesn’t have to be a difficult job. 
Your employees will appreciate the convenience 
and safety of using carts to move ice.  

Fresher, cleaner ice 
SmartCARTs are dedicated for ice use only so 
there’s less potential for ice contamination. Lids on 
all SmartCARTS protect ice during transport.  

Compatible with all ice storage bins  
Regardless of the ice storage bin you’re currently 
using, a Follett SmartCART will make the process 
of transporting ice much safer and easier on your 
employees.  

Features and Applications  

l New  SmartCART 75 
Now with narrower width for better handling 
around tight corners. And 26% lighter for 
better maneuverability. Standard ice Totes 
allow quick dispense of ice into wait stations, 
bar wells and dispensers.  
Applications: restaurants, convenience 
stores, clubs  

l SmartCART 125  
Insulated carts are particularly suited for 
catering operations. Insulation maintains ice 
with minimal meltage and staff can work 
directly from the cart.  
Applications: caterers, restaurants, hotels, 
clubs  

l SmartCART 240  
Insulated carts for moving large amounts of 
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ice. Low height allows easy access for 
shoveling into displays. Optional Ice Tote 
accessories allow easy discharging of ice.   
Applications: restaurants, hotels, clubs, 
supermarkets  

  

  

 

  

 

Cart Model Cart 
Capacity 

Width Depth Height   Totes Insulated 
Material 

    lbs (kg) in (mm) in (mm) in (mm)        

SmartCART 75 75 (34) 21.5 (547) 28.5 (724) 21.5 (547) Standard (3) No Polyethylene

SmartCART 125 125 (56.3) 22.5 (572) 28.25 (718) 44 (1118) No Yes Polyethylene

SmartCART 240 240 (109) 25.5 (648) 41.5 (1054) 28 (711) Optional (6) Yes Polyethylene
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Quick Links

Beverage dispensers 
Ice and beverage dispensers 
Ice and water dispensers 
Ice bagging  
Ice bins 
Ice carts

Ice dispensing bins  
Ice machines 
Ice makers 
Ice storage 
Ice storage bins  
Ice transport

Ice transport carts 
Ice transport system 
Icemakers 
Refrigerators 
Undercounter refrigerators  
Water dispensers 
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Insu r i ce  T r ip le - I  4000  Sys tem

Delivers premium quality water for ice applications

Insurice Triple-I 4000 System:  EV9325-03

I 4000 Replacement Cartridge:  EV9612-31

Insurice Triple-I 4000 System:  EV9325-03

I 4000 Replacement Cartridge:  EV9612-31

Reduces ice machine problems caused by scale
build-up from dirt and dissolved minerals

Reduces chlorine taste and odor and other
offensive contaminants

Self-contained scale inhibitor feed keeps ice
machines functioning at full capacity

Reduces maintenance and service costs by
reducing scale and clogging of distribution lines,
evaporator plate and pump

Precoat submicron technology reduces dirt and
particles as small as 1/2 micron in size

Reduces health contaminants such as asbestos
fibers and Cryptosporidium and Giardia cysts

Manifold features water shut off, flushing valve
and outlet pressure gauge

Sanitary cartridge replacement is simple, quick
and clean.  Internal filter parts are never exposed
to handling or contamination

NSF Certified under NSF/ANSI Standards 42
and 53

Choose a mounting location suitable to support
the full weight of the system when operating

Never use saddle valve for connection

Use 3/4” water line

Do not connect system to water-cooled
condenser

Install vertically with cartridges hanging down
and allow 2-1/2” clearance below the cartridge
for easy cartridge replacement

Flush cartridges by running water through system
for five minutes at full flow

Change cartridges on a regular 6 month
preventative maintenance program

Change cartridges when capacity is reached or
when pressure falls below 10 psi

Service flow rate must not exceed 5.0 gpm

Always flush the filter cartridge at time of
installation and cartridge change

For ice machine applications

Higher volume, higher flow and higher capacity
ice machines

EV9325-03



S P E C I F I C A T I O N S

W A R R A N T Y

Insu r i ce  T r ip le - I  4000  Sys tem

Overall Dimensions: 

29.26”H x 21”W x 5.5”D

Inlet connection:  3/4”

Outlet connection:  3/4”

Service Flow Rate:  

Maximum 5.0 gpm (18.9 Lpm)

Pressure Requirements:  

10 - 125 psi (0.7 – 8.6 bar), non-shock

Temperature: 35 - 100°F (2 - 38°C)

No electrical connection required

Shipping Weight:  18 lbs.

Operating Weight:  28 lbs.

The contaminants or other substances

removed or reduced by this drinking water

system are not necessarily in your water. Do

not use with water that is microbiologically

unsafe or of unknown quality without

adequate disinfection before or after the

system. Systems certified for cyst reduction

may be used with disinfected water that may

contain filterable cysts.

I-4000 Precoat Replacement Cartr idge

Everpure water treatment systems (excluding replaceable elements)
are covered by a limited warranty against defects in material and
workmanship for a period of five years after date of purchase. 
Everpure replaceable elements (filter cartridges and water treatment
cartridges) are covered by a limited warranty against defects in
material and workmanship for a period of one year after date of
purchase. See printed warranty for details.  Everpure will provide a
copy of the warranty upon request.

Everpure, Inc.
2375 Sanders Road 
Northbrook, IL 60062 
Phone: 800-323-7873  Fax: 800-942-0081


